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Threaded hole for compressed air cleaning
Standard: G1/8" Thread
Optional: connector for 6mm tube

Position Material
Sealings Nitril Butadine Rubber (NBR)
Sealing lube LOSIMOL Hannover GmbH
Glass HPFS Corning
Sensor Body and Screws 16401 / 14404 / 1.L5H
Sensor body 3.7035 (optional)

AF = across flafs

Name: VIPER G2 [50-50] SubConn
Date: 13.09.2019 Rev.: VPO5B0O0A
Note: Dimensions in mm
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Dimension Drawing: VIPER G2
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~493 ~88

~132,5

50 path length

~310,5 AF11

Threaded hole for compressed air cleaning
Standard: G1/8" Thread
Optional: connector for 6mm tube

Position Material
Sealings Nitril Butadine Rubber (NBR)
Sealing lube LOSIMOL Hannover GmbH
Glass HPFS Corning
Sensor Body and Screws 16401 / 14404 / 1.L5H
Sensor body 3.7035 (optional)

AF = across flafs

Name: VIPER G2 [50-50]

Date: 13.09.2019 Rev.: VPO5A04A

Note: Dimensions in mm
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The reproduction, distribution and utilization of this document as well as the communication of its contents to others
without express authorization is prohibited. Offenders will be held liable for the payment of damages. Al rights reserved.
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~543 (L1)

~88

~132,5 (L2)

100 path length

~136,5 (L&)

~310,5 (L3)

AF20

Displacement volume for 100mm path length: 833900mm’ +1%

Standard: G1/8" Thread
Optional: connector for 6mm tube

Threaded holes for compressed air cleaning B
Dimensions
Path
Length L1 L2 L3 A L5
10 ~453 ~132,5 ~310,5 ~137 -
50 ~493 ~132,5 ~310,5 ~157,5 -
100 ~543 ~132,5 ~310,5 ~136,5 ~92
150 ~593 ~132,5 ~310,5 ~136,5 ~142
250 ~693 ~132,5 ~310,5 ~136,5 ~2472
Posifion Material
Sealings Nitril Butadine Rubber (NBR)
Sealing lube LOSIMOL Hannover GmbH
Glass HPFS Corning
Sensor Body and Screws 14401 / 14404 / 1.L5F
Sensor body 3.7035 (optional)

AF =

across flats

Name: VIPER G2 [100-100] SubConn
Date: 13.09.2019 Rev.: VP06B00A
Note: Dimensions in mm
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Dimension Drawing: VIPER G2
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Threaded hole for compressed air cleaning
Standard: G1/8" Thread
Optional: connector for 6mm tube

Position Material
Sealings Nitril Butadine Rubber (NBR)
Sealing lube LOSIMOL Hannover GmbH
Glass HPFS Corning
Sensor Body and Screws 16401 / 14404 / 1.L5H
Sensor body 3.7035 (optional)

AF = across flafs

Name: VIPER G2 [50-20] SubConn
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Note: Dimensions in mm
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